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Datasheet VentilationJet System® 
The VentilationJet System® is designed for mixing air from above the screens into the greenhouse. It 
consists of two fans; the VentilationJet for the air inlet, and the Hinovator for distributing the air. This 
document includes the fan specifications 
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Specifications 

Description    VentilationJet 

 

Line voltage    1~ 200-277V 50/60Hz P1 390W 1,95-1,4A  

Rated values    EC 1470rpm 60°C IP54, THCL 155 

Power connection   Power cable ca. 1m 

Electrical connection   Integrated Controller 

Adjustable control   0-10 volt, LoRa, On/Off 

Motor protection   Integrated active temperature management 

Min. operating temperature °C  -35 

Quality of bearing   Ball bearing with long-time lubrication 

Color of rotor    Marine blue 

Material rotor    Steel 

Color of blade    Black 

Material blade    PA6GF30 

Material of inlet   ABS/PMMA 

Protection    Incl.  

0-10 Volt output   Voltage supply for external devices 10 V, Imax 50mA (short circuit proof) 

Weight    12 KG / 26.4 lb. 
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Specifications 

Description    Hinovator 

 

 Line voltage    1 ~ 200…277 V, 50/60Hz P1 280W 1,4-1,0A 

Rated values    EC 850rpm 40°C IP54 THCL 155 

Power connection out   Incl. power cable 1,5m 

Electrical connection   Integrated Controller 

Adjustable control   0-10 volt (0-700RPM) 

Motor protection   Integrated active temperature management 

Min. operating temperature °C  -36 

 

Quality of bearing   Ball bearing with long-time lubrication 

Color of rotor    Black 

Material rotor    Steel 

Quality of blade   Vanes equipped with whisper-quiet technology 

Color of blade    Green 

Material blade    Aluminum 

Material of construction  Stainless steel / Aluminum 

Material of mounting strip  Galvanized steel 

Material of bracket   Galvanized steel  

 

Protection    Excl. basket 

Suspension system   Mounting strip and truss bracket 

Control area    Each vertical fan has a control area of approx. 256 m²/2700 ft² 

Weight    5,9 KG / 13 lb 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



Technical Datasheet VentilationJet System® 

 

 

  
 

BeekTech Industries B.V.   
Van ’t Hoffstraat 16     

2665 JL Bleiswijk  www.hinova.nl 
T: +31105119066  info@hinova.nl  

 

 

 

 

 

 

 

 

 

 
 

 
 
 

 

 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
RIGHTS Copyright © Hinova, Bleiswijk 2019. All rights reserved.  

Names marked with a ® are registered trademarks of Hinova.  

  

These terms of delivery can be viewed on our website www.hinova.nl and we will send you a free copy on request. 

In addition, supplementary contractual and/or general terms by your Hinova partner or installer may apply. In case 

of contradictions, the terms of the dealer/installer shall prevail. 


